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§77.701-2

(c) A solid connection to a grounding
conductor extending to a low-resist-
ance ground field; and,

(d) Any other method of grounding,
approved by an authorized representa-
tive of the Secretary, which insures
that there is no difference in potential
between such metal enclosures and the
earth.

§77.701-2 Approved methods of
grounding metallic frames, casings,
and other enclosures of electric
equipment receiving power from a
direct-current power system.

(a) The following methods of ground-
ing metallic frames, casings, and other
enclosures of electric equipment re-
ceiving power from a direct-current
power system with one polarity
grounded will be approved:

(1) A solid connection to the ground-
ed power conductor of the system; and,

(2) Any other method, approved by an
authorized representative of the Sec-
retary, which insures that there is no
difference in potential between such
metal enclosures and the earth.

(b) A method of grounding of metallic
frames, casings, and other enclosures
of electric equipment receiving power
from a direct-current power system
other than a system with one polarity
grounded, will be approved by an au-
thorized representative of the Sec-
retary if the method insures that there
is no difference in potential between
such frames, casings, and other enclo-
sures, and the earth.

§77.701-3 Grounding wires; capacity.

Where grounding wires are used to
ground metallic sheaths, armors, con-
duits, frames, casings, and other metal-
lic enclosures, such grounding wires
will be approved if:

(a) Where the power conductor used
is No. 6 A.W.G., or larger, the cross-sec-
tional area of the grounding wire is at
least one-half the cross-sectional area
of the power conductor.

(b) Where the power conductor used
is less than No. 6 A.W.G., the cross-sec-
tional area of the grounding wire is
equal to the cross-sectional area of the
power conductor.
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§77.701-4 Use of grounding connec-
tors.

If ground wires are attached to
grounded power conductors, separate
clamps, suitable for such purpose, shall
be used and installed to provide a solid
connection.

§77.702 Protection other than ground-
ing.

Methods other than grounding which
provide no less effective protection
may be permitted by the Secretary or
his authorized representative. Such
methods may not be used unless so ap-
proved.

§77.703 Grounding frames of sta-
tionary high-voltage equipment re-
ceiving power from ungrounded
delta systems.

The frames of all stationary high-
voltage equipment receiving power
from ungrounded delta systems shall
be grounded by methods approved by
an authorized representative of the
Secretary.

§77.703-1 Approved
grounding.

The methods of grounding stated in
§77.701-1 will be approved with respect
to the grounding of frames of high-
voltage equipment referred to in
§77.703.

§77.704 Work on high-voltage lines;
deenergizing and grounding.

High-voltage lines shall be deener-
gized and grounded before work is per-
formed on them, except that repairs
may be permitted on energized high-
voltage lines if (a) such repairs are
made by a qualified person in accord-
ance with procedures and safeguards
set forth in §§77.704-1 through 77.704-11
of this Subpart H as applicable, and (b)
the operator has tested and properly
maintained the protective devices nec-
essary in making such repairs.

methods of

§77.704-1 Work on high-voltage lines.

(a) No high-voltage line shall be re-
garded as deenergized for the purpose
of performing work on it, until it has
been determined by a qualified person
(as provided in §77.103) that such high-
voltage line has been deenergized and
grounded. Such qualified person shall
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